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3" (76 mm) TYP.

11" (279 mm)

DIA. CABLE

BEND LIP AT BOLT AS
REQUIRED FOR FIT

TRIM POST AS REQUIRED

WELDED WIRE FABRIC

CONCRETE FOOTINGS

5/8" (16 mm) BOLT

SEE DETAIL A, ANCHOR
PLATE (SEE SHEET 1C)

SEE
DETAIL B

TERMINAL SECTION

6x6-6/6 WELDED
WIRE FABRIC

24" (610 mm)
DIA. CONCRETE

WRAP POSTS WITH
2 LAYERS OF
ROOFING FELT

6'-6"(1981 mm)2.375" (60 mm)
DIA. HOLE

END ANCHORAGE ON FILLS

SECTION A-A

WASHER & REFLECTOR TAB

16d GALV. NAILS

SHOULDER EDGE
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NORMAL POST INSTALLATION

BLOCK

POST 8"

8"8"

(SHEET 1C)

(TOTAL CABLE LG.)
8"

6"

NOTE:

1. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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FOOTING

(305mm) (406mm)

(152 mm)

24" (610 mm) DIA.

6x6-W2.9 x W2.9 

3/4" (19 mm)
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